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KLEIN PUNCHES/STAR DRILLS/CONDUIT TOOLS
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Punches Star Drills

Drift Punches
Rugged high-carbon steel. Strong, heat-
treated points are smooth and correctly
tapered. Baked-on black finish.

Cat. No Point & Taper
66340 '/8"x4'/4" (3x108 mm)
66342 3/Vx5" (5x127 mm)
66343 1/4"x5'/2" (6x140 mm)
66344 y«"x5V4" (8x140 mm)

Overall Length
8" (203 mm)
9" (229 mm)

11" (279 mm)
11" (279 mm)

Center Punches
Long-life, high-carbon steel. Smooth-
ground points heat-treated to stay sharp
and true longer. Baked-on black finish.

Cat. No
66310
66311
66312
66313

Shank Diameter
Vi" (6 mm)

5/ie" (8 mm)
%" (10 mm)
1/2" (13 mm)

Overall Length
4%" (108 mm)
41/2" (114 mm)

5" (127 mm)
6" (152 mm)

Pin Punches
Forged to exacting standards from tough,
high-carbon steel. Heat-treated for added
strength and hardness at working end.
Baked-on black finish.

Cat. No Point Diameter Overall Length
66320
66321
66322
66323
66324
66325

W (1.5 mm)
%2" (2 mm)

VB" (3 mm)
%2" (4 mm)
3/ie" (5 mm)

Vt" (6 mm)

4y4" (108 mm)
4%" (121 mm)

5" (127 mm)
5V (133 mm)
5'/2" (140 mm)

7" (178 mm)

Star Drills
Tough, high-carbon steel construction for
true-size holes, fast drilling and long serv-
ice. Baked-on black finish.

Cat. No Drilling Diameter Overall Length
66355
66358
66359
66360
66361
66363

V»" (6 mm)
%" (10 mm)
V4" (13 mm)
%" (16 mm)
%" (19 mm)
1" (25 mm)

12"
12"
12"
12"
12"

(305 mm)
(305 mm)
(305 mm)
(305 mm)
(305 mm)

12" (305 mm)

Conduit Tools

Conduit-Fitting and O
Reaming Screwdriver
As a conduit-fitting screwdriver, the
hooded-blade design keeps the tip from
slipping out of screws, especially overhead.
As a conduit reamer, it reams and smooths
1/2", 3/4" and 1" thin-wall conduit ends to
protect wire and permit correct installation
of fittings. It reams both the inside and
outside at the same time, and has a hard
anodized finish to resist wear.
The Cushion-Grip handle helps resist slip-
page for extra turning power and comfort.
Klein's patented Tip-ldent® marking sys-
tem, with its vivid-white symbol perma-
nently inscribed on the end of the handle
allows for easy tool selection. The shaft
and tip are made of high-quality tempered
steel, heat-treated for maximum strength.
Shaft has internal flanges that provide an
extra-strong, torque-resistant anchor, deep
in the handle.

Cat. No. Shank-Tip Shank Overall
Width Length Length

85188 %" 3" 7%"
(9.5 mm) (76 mm) (187 mm)

19351 Conduit Reamer Replacement Blade

O S
Conduit-Fitting
Screwdriver
Hooded-blade design keeps tip from slip-
ping out of screws, especially when tight-
ening overhead conduit fittings. Deep-
ribbed Cushion-Grip for maximum turning
power and comfort.

Shank Overall
Length Length

%" 1" 5'1/32"

(9.5 mm) (25 mm) (153 mm)

Cat. No.
19360

Shank-Tip
Width

Conduit Tools CONTD
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"PAL" Thin-Wall
Conduit Reamer
Locks onto screwdriver, reams and
smooths 1/2", 3/4", and 1" thin-wall conduit-
ends to protect wire and permit correct
installation of fittings. Reams inside and
outside at the same time. Two set-screws
hold "PAL" tight on round or square screw-
driver shanks. Reamer can be left on
screwdriver for normal use. Fits most Klein
screwdrivers. Screwdriver not included. Not
for use on power tools. Replaceable hard-
ened spring-steel blade available.

Cat. No. Description
19350 "PAL" Conduit Reamer
19351 Replacement Blade

Conduit Locknut and
Reaming Pliers
This versatile new tool tightens conduit
locknuts, fittings and caps. It also reams
both the inside and outside of conduit. The
special long-nose jaw design makes tight-
ening locknuts faster and easier on electri-
cal outlet boxes and in hard-to-reach areas
where conduit fittings are used. The tool
tightens conduit-fitting locknuts on 1/2" and
3/4" EMT thin-wall and rigid-wall conduit. It
also tightens 3/8", 1/2" and 3/4" liquidtight
conduit fittings. In addition, the tool handles
conduit-fitting bodies and caps on 1/2"
EMT and rigid conduit fittings, as well as
3/8" and 1/2" liquidtight fittings.

To protect wire and permit correct
installation of fittings, this tool quickly
reams and smooths the inside of EMT thin
wall or rigid conduit in sizes up to 3/4". It
also reams the outside of EMT thin wall
up to 3/4" and rigid conduit up to 1/2".

The knurled jaws at the nose tip are
used for pulling wire or fish tape. The tool
is made of high-quality, drop-forged tem-
pered steel that is heat-treated for maxi-
mum strength, and has a combination pol-
ished and black finish. Plastic-dipped
handles provide extra comfort.
Cat. No.
D333-8

Overall
Length

7%"

Jaw
Length

1 %"

Jaw
Width

15/16"

Jaw Thickness Point Thickness
V4" Vie"
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